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ForceSolar Pro

Force  se fabrica con Fibra Acrílica de Alta gama (FC). 
Este proceso le aporta las siguientes cualidades:
• Excelente comportamiento mecánico
• Resistencia extrema
• Menos elasticidad que los tejidos técnicos convencionales
• Dulzura al tacto
• Brillo y luminosidad excepcional
• Protección 80 en la escala UV 
• Tejido experto en la confección de elementos para la 
protección solar de características específicas.

Force is made with high quality Acrylic Fibre (FC). 
This process gives it the following properties:
• Excellent mechanical behaviour
• Extreme resistance
• Less elasticity than conventional technical fabrics
• A soft texture
• Exceptional shine and luminosity
• 80 UV protection factor 
• Expert fabric for manufacturing elements for solar 
protection with special characteristics.

Características técnicas Technical characteristics

140 daN/5 cm

120 daN/5 cm

30%

13%

290 gr/m2

320 mm

Sauleda Fabric Protector

120 cm 47”

60 m / 100 ml

  

Material Fabric

Hilos 

Yarns        

Resistencia 

Tensile Strength                  

Alargamiento a rotura

Elongation at break

Peso Weight

Columna de agua  Water repellency

Acabado Finish

Ancho Width

Longitud piezas  Length of rolls 

Urdimbre Warp   

Trama Weft

Masacril® Acrylic 100% Solution Dyed 

Urdimbre Warp   
Trama Weft

30 cm (Nm 34/2)
14 cm (Nm 34/2)

Urdimbre Warp   

Trama Weft



FC
HIGH QUALITY

3430 FORCE BLANCO 3431 FORCE MARFIL 3432 FORCE BEIGE

3433 FORCE CARAMEL 3434 FORCE TENNERE 3435 FORCE GRANATE

3436 FORCE BOTELLA 3437 FORCE MARINO 3438 FORCE PERLA

3439 FORCE BASALTO 3440 ANTRACITA 3441 FORCE NEGRO
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